
REC. POST LEVEL RAIL CONNECTIONS

1 1/2"Ø ALUM.
PIPE

2 1/4" X 1 1/4"
ALUM. TUBE

END POST LINE POST SECTION

END CAP

3"

POST SADDLE SHOP DRILLED
FOR 1/8"Ø S.S. BLIND BUTTON
HEAD POP RIVETS TO ATTACH
TO POST (N.S. & F.S)

POST SADDLE ATTACHED
TO PIPE USING (1) #17
S.S. TEK-SCREW X 1" LG.

POST SHOP DRILLED (N.S.) FOR
1/8"Ø S.S. BLIND BUTTON HEAD
POP RIVET



REC. POST RAKE RAIL CONNECTIONS

1 1/2"Ø ALUM.
PIPE

2 1/4" X 1 1/4"
ALUM. TUBE

POST SADDLE SHOP DRILLED
FOR 1/8"Ø S.S. BLIND BUTTON
HEAD POP RIVETS TO ATTACH
TO POST (N.S. & F.S)

POST SADDLE
ATTACHED TO
PIPE USING (1)
#17 S.S. TEK-
SCREW X 1" LG.

BOTTOM END POST

LINE POST

TOP-END POST

POST SHOP DRILLED (N.S.) FOR 1/8"Ø
S.S. BLIND BUTTON HEAD POP RIVET

END CAP

3"



TYPICAL CORNER

1 1/2"Ø ALUM.
PIPE

TYPICAL FIELD
SPLICE   10-8A

6
" 
(U

.N
.O

.)

1'-0" (U.N.O.)

TYPICAL FIELD
SPLICE   10-8A

TYPICAL 90° CORNER
BEND (FIELD CUT TO
FIT AS REQ'D.)

2 1/2" RAD.



FIELD SPLICE

FIELD DRILL (4) .128"Ø
HOLES IN PIPE & TUBE TO 
MATCH FOR (4) 1/8"Ø S.S.
BLIND BUTTON HEAD POP
RIVET

4"

1" 1" 1"1"

1 1/2"Ø (SCH.40)
ALUM. PIPE

TOP OF RAIL

ALUM. RIBBED TUBE

6" TO C/L OF
POST (U.N.O.)

(LOCATED AT CORNER BENDS, STAIR TRANSITIONS & LOOPS)



FIELD JOINT

4"

1 1/2"Ø (SCH.40)
ALUM. PIPE

TOP OF RAIL

ALUM. RIBBED TUBE
(2) .128"Ø HOLES FOR (2)
1/8"Ø S.S. BLIND BUTTON
HEAD POP RIVETS (FIELD
DRILL TUBE TO MATCH USING
NO. 30 DRILL BIT & ATTACH)

6" TO C/L OF
POST (U.N.O.)

1" 1" 1"1"



EXPANSION JOINT

1 1/2"Ø (SCH. 40)
ALUM. PIPE

TOP OF RAIL

ALUM. RIBBED TUBE

(1) .128"Ø HOLE FOR (1)
1/8"Ø S.S. BLIND BUTTON
HEAD POP RIVET (FIELD
DRILL TUBE TO MATCH USING
NO. 30 DRILL BIT & ATTACH)

1" 1"

4"

2"

1/2"

6" TO C/L OF
POST (U.N.O.)

(TYPICAL AT BUILDING EXPANSION
JOINT & AT 20'-0" MAX. O/C)


